






Category Core i Elkhart Lake Monitor Embedded PC

Model WTP-9H66 XX WTP-8J66 XX WTP-9H66-XXW WTP-8J66-XXW WTD-XX WTC-9H0

Panel Size 15"、19"、22"、24" 15"、19"、22" 15"、22" 15"、19"、22" 15"、19"、22" -

Touch Screen -

System CPU Intel® Alder Lake-P Intel® Elkhart Lake J6412 Intel® Alder Lake-P Intel® Elkhart Lake x6413E - Intel® Alder Lake-P

Memory DDR4 up to 64G DDR4 up to 32G DDR4 up to 64G DDR4 up to 32G - DDR4 up to 64G

System Storage - 128G SSD

OS Support - Win 10 / Win 11

Certification CE (EMC) / FCC-B / VCCI  Class B, Canada ICES-003

Wide Temp.

Full Flat 5-wire Ressistive Touch, Optional P-cap Touch (Panel Size 24" default P-cap touch)

512GSSD 128G SSD

Win 10 / Win 11



15 19 22 24 *15W *19W 22W *24W 15 19 22 15W *19W *22W 15 19 22

Size 15" 19" 21.5" 23.8" 15" 19" 21.5" 23.8" 15" 19" 21.5" 15" 19" 21.5" 15" 19" 21.5"

Resolution
1024

x
768

(XGA)

1280
x

1024
(SXGA)

1024
x

768
(XGA)

1280
x

1024
(SXGA)

1024
x

768
(XGA)

1280
x

1024
(SXGA)

1920
x

1080
(FHD)

1024
x

768
(XGA)

1280
x

1024
(SXGA)

1920
x

1080
(FHD)

1024
x

768
(XGA)

1280
x

1024
(SXGA)

1920
x

1080
(FHD)

Color Numbers 16.2M 16.2M 16.2M

View Angle (H/V) 160/150 178/178 160/150 178/178 160/150 160/160 160/160

Contrast 800:1 3000:1 800:1 3000:1 800:1 800:1 600:1

Brightness (nits) 250 450 450 350 250

Type P-cap
Touch

P-cap
Touch

USB

COM

LAN

CPU

Memory
Chipset

OS support

Storage 

Expansion slot

Weight (kg) 8.4 11.5 12 14.8 8.4 11.5 12 14.8 8.4 11.5 12 8.4 11.5 12 7.5 10 11

Operating Temp. 0~
50°C

IP rating
Cooling

Power Input
Power Adapter
Power
Consumption

WTP Panel PC Series Full IP Monitor Series Full IP Embedded PC
Series

Product Name
WTP-9H66-XX WTP-8J66 XX WTD XX WTC-9H0

-

Display

-

1920
x

1080
(FHD)

1920
x

1080
(FHD)

16.7M 16.7M 16.7M

170/160 170/160 170/160

TBD

170/160 170/160

1000:1 1000:1 1000:1 1000:1 1000:1

350 250 350 250 350

1 x M12 8pin for LAN - 1 x M12 8pin for LAN

Touch Panel & IO

Full Flat Resis.Touch
(Full Flat P-cap Touch for

option)

Full Flat Resis.Touch
(Full Flat P-cap Touch for

option)

Full Flat Resistive Touch
(Full Flat P-cap Touch for option) -

1 x M12 8pin for USB 1/2
1 x M12 8pin for USB 3/4

1 x USB 3.2 Gen2

1 x M12 8pin for USB 1/2
1 x M12 8pin for USB 3/4

1 x M12 8pin for USB 1/2
1 x M12 8pin for USB 3/4

1 x M12 8pin for touch
screen

1 x M12 8pin for USB 2.0 1/2
1 x M12 8pin for USB 2.0 3/4

2 x M12 8pin
(RS-232/422/485)

2 x M12 8pin
(RS-232)

1 x M12 8pin (RS-232)
1 x M12 8pin

(RS-232/422/485)

Video:
VGA X 1

HDMI 1.4a x 1

2 x M12 8pin
(RS-232/422/485)

Main System

Intel® Alder Lake-P
Core i5/i7 Intel® Elkhart Lake J6412 Intel® Elkhart Lake x6413E

-

Intel® Alder Lake-P
Core i5/i7

DDR4 up to  64G  DDR4 up to  32G  DDR4 up to  64G

MCP

Mechanical & Environmental

Soc Soc

Windows 10  / Windows 11 Windows 10 /
Windows 11

Storage & Expansion
2.5" SATA HDD drive bay

M.2 M Key for SSD 2.5” SATA SSD drive bay - 2.5" SATA HDD drive bay
M.2 M Key for SSD

1 x M.2 Key B, 1 x SIM socket , 1 x M.2 Key E 1 x PCIex1, 1 x M.2 Key E
1 x M.2 Key B, 1 x SIM socket 1 x M.2 Type E PCIe - 1 x M.2 Key B

1 x M.2 Key E

6

0~50℃ (SSD) -20~60℃ 0~50℃ (SSD) -20~60℃ -10~55°C 0~40℃ (SSD)

IP66/ NEMA4X/ IP69K

Fanless

Power

DC 12~28V DC 12V DC 12~28V

AC 100~277V AC 90~264V AC 100~277V

TBD -




